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Pay Width of Bridge Approach Pavement (Special)

207-0" Pay limit of Bridge
Approach Pavement (Special)
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/ || 20x3-#5bIE) bors @ 12" cts. Boft.
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PLAN WEST APPROACH

*Saw PGL or lane edge
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Flare 3-#4a4(E) bars Top -~
& 3-#493(C) bars Boft. —1 & é

Typ. Each End
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67°-2" Pay Width of Bridge Approach Pavement (Special)

= §7—#506(E) bars @ 12" ¢ts. Top
134~ #9a5(E) bars @ 6" cts. Bofl.

Sta. 12+82.98 —\

8x3-#4b2(F) @ 4°-0" ctfs. Top

*Sawed Longitudinal Joint,
/ See Detail £ on Sheet 064

30x3- #5b1(E) @ 12" cts. Bott.

12x3- #5h2(E) bars

@ 6" Top & Boft.
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 Pavement Connector

(Flexible)

647-0" Roadway

AN PPR

*Saw PGL or lane edge

LAP LENGTHS
Bar Size | Min. Lap
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#5 -8
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57 2021.1B-R COooK 101 063
STA. TO STA.
FED. ROAD DIST. NO. 1 ‘[LLINDIS FED. AID PROJECT

CONTRACT NO. 62532

#5(E) bars @ 30" cts.— ~Longitudinal Construction Joint
\ in accordance with details
\ shown on Standard 420001

\ / |

Fry . . B B B o |
a2(E) or ab(E) Top
al(E) or a5(E) Bott.
30
OPTIONAL LONGITUDINAL

As approved by the Engineer, the Contractor may elect fo reduce
the widths of pour by use of the Opfional Longitudinal Construction
Joint shown. Joints shall be located at the edge of a traffic lane.

a2(E) or a6(E) Top
akE) or a5(E) Bott.

BILL OF MATERIAL

Item Unit Total
Bridge Approach Pavement (Special) | Sq Yd 375
Bridge Deck Grooving Sq Yd 358
Protective Coat Sq Yd 382

B

Reinforcement bars designated (E) shall be epoxy codted.
. Bars indicated thus 30x2-#5 efc. indicates 30 lines

of bars with 2 lengths per line.
. For Sections A-A thru D-D see Sheet 064.
. See Standard 421001 for reinforcement details not shown.
. See Standard 420001 for details of joints not shown.
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